
Specification 
LED Full Color  

Pixel Pitch
Module Size(m.)
Module Depth(mm.)
Ingress Protection
Pixel Configuration

gnissecorP  roloC
Color (Trillion Colors)
Brightness

)V/H( elgnA gniweiV  yalpsiD

Dimming
Lifetime (Hrs.)
Minimum Viewing Distance

Operating Temperature
Total Harmonic Distortion (THD)
P.F.

Pitch 6

6 mm.
0.96x0.96
150
IP65/54 (F/B)
LED SMD(3IN1)
16 bit
281.4
5,500
110° / 110° 

Auto/Manual
>50,000
6 m.
185-250 volt
0 °c to 50 °c
< 25 %
0.95

Pitch 8

8 mm.
1.024x1.024
150
IP65/54 (F/B)
LED SMD(3IN1)
16 bit
281.4
5,500
110° / 110° 

Auto/Manual
>50,000
8 m.
185-250 volt
0 °c to 50 °c
< 25 %
0.95

Pitch 10

10 mm.
0.96x0.96,1.28x0.96
150
IP65/54 (F/B)
LED SMD(3IN1)
16 bit
281.4
5,500
110° / 110° 

Auto/Manual
>50,000
10 m.
185-250 volt
0 °c to 50 °c
< 25 %
0.95

Communication Fiber Optic / Lan Fiber Optic / Lan Fiber Optic / Lan

Input Voltage

LED Full Color Outdoor
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